
Stapler

Bezeichnung Antrieb Hubkraft Gewicht Hubhöhe Bauhöhe Breite

Jungheinrich EJD 220 E 2t. 0,95t. 2,30m 1,53m 0,75m

Linde E14 E 1,4t. 2,4t. 6,70m 2,85m 1,10 m

Linde E16 E 1,6t. 3,6t. 6,47m 2,82m 1,10m

Linde E16 E 1,6t. 6,90m 3,1 1,10m

Toyota 2t E 2,0t. 3,4 4,3m 1,98m 1,10m

Manitou MSI25 D 2,5t. 4,4t. 4,30m 2,15m 1,35m

Komatsu K30 D 3,0t. 4,67t. 6,00m 2,72m 1,75 m

Mitsubishi FD30 D 3,0t. 4,70m 2,20m

Toyota 7FBMF30 E 3,0t. 5,8t. 4,70m 2,21m 1,21m

Hyundai 4,0t. E 4,0 9,5t. 4,70m 2,40m 1,35m

Mitsubishi FD40 D 4,0t 6t. 4,30m 2,25m 1,55 m

TCM 45 D 5,0 t. 7,4t. 4,35m 2,22m 1,50 m

Yale GDP70.1 D 7t. 9,4t. 3,4m 2,75m 2,10m

Heden D 12,0t. 16t. 5m 3,06m 2,32m

PGS 12 D 12,0t. 16t. 3,90m 3,40m 2,50m

Kalmar 150 D 15t. 22,8t. 3,20m 3,23m 2,60m


